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DETAILED ACTION 

1. Claims 2-23 are canceled. Claims 1 and 24-57 are pending in this application. 



Claim Objections 

2. Regarding claim 44, the Examiner interprets the limitation "determinine", in line 8 
page 10, as "determining". Appropriate correction is required. 



Claim Rejections • 35 USC § 112 

3. The following is a quotation of the first paragraph of 35 U.S.C. 112: 

The specification shall contain a written description of the invention, and of the manner and process of 
malting and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the 
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall 
set forth the best mode contemplated by the inventor of carrying out his invention. 

4. Claim 31 is rejected under 35 U.S.C. 1 12, first paragraph, as failing to comply 
with the enablement requirement. The claim(s) contains subject matter which was not 
described in the specification in such a way as to enable one skilled in the art to which it 
pertains, or with which it is most nearly connected, to make and/or use the invention. 
The limitation "a small footprint device" is not supported in the specification. 



Double Patenting 

5. A rejection based on double patenting of the "same invention" type finds its 

support in the language of 35 U.S.C. 101 which states that "whoever invents or 
discovers any new and useful process ... may obtain a patent therefor ..." (Emphasis 
added). Thus, the term "same invention," in this context, means an invention drawn to 
identical subject matter. See Miller v. Eagle Mfg. Co., 151 U.S. 186 (1894); In re 
Ockert, 245 F.2d 467, 114 USPQ 330 (CCPA 1957); and In re Vogel, 422 F.2d 438. 164 
USPQ 619 (CCPA 1970). 
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A statutory type (35 U.S.C. 101) double patenting rejection can be overcome by 
canceling or amending the conflicting claims so they are no longer coextensive in 
scope. The filing of a terminal disclaimer cannot overcome a double patenting rejection 
based upon 35 U.S.C. 101. 

6. Claim 1 of the instant application is rejected under 35 U.S.C. 101 as claiming the 
same invention as that of claim 1 of prior U.S. Patents No. 6092147. This is a double 
patenting rejection. 



7. The nonstatutory double patenting rejection is based on a judicially created 
doctrine grounded in public policy (a policy reflected in the statute) so as to prevent the 
unjustified or improper timewise extension of the "right to exclude" granted by a patent 
and to prevent possible harassment by multiple assignees. A nonstatutory 
obviousness-type double patenting rejection is appropriate where the conflicting claims 
are not identical, but at least one examined application claim is not patentably distinct 
from the reference claim(s) because the examined application claim is either anticipated 
by, or would have been obvious over, the reference claim(s). See, e.g.. In re Berg, 140 
F.3d 1428, 46 USPQ2d 1226 (Fed. Cir. 1998); In re Goodman, 11 F.3d 1046, 29 
USPQ2d 2010 (Fed. Cir. 1993); In re Longi, 759 F.2d 887, 225 USPQ 645 (Fed. Cir. 
1985); In re Van Omum, 686 F.2d 937, 214 USPQ 761 (CCPA 1982); In re Vogel, 422 
F.2d 438. 164 USPQ 619 (CCPA 1970); and In re Thorington, 418 F.2d 528, 163 
USPQ 644 (CCPA 1969). 

A timely filed terminal disclaimer in compliance with 37 CFR 1.321© or 1.321(d) 
may be used to overcome an actual or provisional rejection based on a nonstatutory 
double patenting ground provided the conflicting application or patent either is shown to 
be commonly owned with this application, or claims an invention made as a result of 
activities undertaken within the scope of a joint research agreement. 

Effective January 1 , 1994, a registered attorney or agent of record may sign a 
terminal disclaimer. A terminal disclaimer signed by the assignee must fully comply with 
37 CFR 3.73(b). 

8. Claims 1 and 24-57 are rejected on the ground of nonstatutory obviousness-type 
double patenting as being unpatentable over claims 1-42 of U.S. Patent No. 6640279. 
Although the conflicting claims are not identical, they are not patentably distinct from 
each other because claims 1-42 of the patented application and claims 1 and 24-57 of 
the instant application are functionally equivalent. 
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9. The following table shows the complete mapping of the independent claims 
between the Instant application and the patented application. 



Instant Application 10/664216 Patented Application 6640279 



(1, 48). A system for executing a software 
application comprising a plurality of 
hardware independent bytecodes, the 
system comprising: a computing system 
that generates bytecodes; a virtual 
machine, remote to the computing 
system, comprising means for receiving 

ci piiirciiiiy \Jt uyit?vwit#9 iiv/iii «>ciiu 

computing system, and means for 
executing said plurality of bytecodes; 
means for testing said bytecodes against 
a set of predetermined criteria; and 
means for securely distributing said 
testing means between said virtual 
machine and said computing system so 
that the bytecode verification completed 
by the computing system is 
authenticated by the virtual machine 
prior to the execution of the bytecodes 
by said virtual machine. 


(1). A system for executing a software 
application comprising a plurality of 
hardware independent bytecodes, the 
system comprising: a computing system 
that generates bytecodes; a virtual 
machine remote to the computing 
system, said virtual machine configured 
to receive a Diuralitv of authenticated 
bytecodes from said computing 
system and to execute said plurality of 
authenticated bytecodes; means for 
testing said bytecodes against a set of 
predetermined criteria; and means for 
securely distributing said testing means 
between said virtual machine and said 
computing system so that bytecode 
testing completed by said computing 
system is authenticated by said virtual 
machine prior to the execution of said 
authenticated bytecodes by said 
virtual machine. 


(24). A method for controlling a device 
having an external port and a 
microcontroller configured to run a virtual 
machine the method comDrisina: 
receiving through the port, code 
including virtual machine code for use by 
the virtual machine; determining 
whether the code is authentic in 
response to an indicator of authenticity 
provided within the code; and if the code 
is determined to be authentic, then 
omitting processing of particular code 
provided within the received code 
according to at least some of a 
predetermined set of processes, and 
executing the particular code, if the 
received code is determined to be 


(7). An apparatus for controlling a device 
having an external port and a 
microcontroller configured to execute a 
virtual machine, the apparatus 
comprising: means for receiving 
through the external port, code 
including virtual machine code for use by 
said virtual machine; means for 
determining whether said code is 
authentic in response to an indicator of 
authenticity provided within said code; 
and means for, if said code is 
determined to be authentic, omitting 
verification that said virtual machine code 
conforms to at least some of a 
predetermined set of criteria, and 
operating said virtual machine according 
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authentic. 


to said virtual machine code. 


(27). An apparatus for controlling a 
device having an external port and a 
microcontroller configured to run a virtual 
machine, the apparatus comprising: 
means for receiving through the port, 
code including virtual machine code for 
use by the virtual machine; means for 
determining whether the code is 
authentic in response to an indicator of 
authenticity provided within the code; and 

IllCrOlllv) \\Jl J II lilt? irV/VIV 19 MVlwi lllll IwU 

be authentic, omitting processing of 
particular code provided within the 
received code according to at least some 
of a predetermined set of processes, and 
executing the particular code, if the 
received code is detemiined to be 
authentic. 


'(7). An apparatus for controlling a device 
having an external port and a 
microcontroller configured to execute a 
virtual machine, the apparatus 
comprising: means for receiving 
through the external port, code 
including virtual machine code for use by 
said virtual machine; means for 
determining whether said code is 
authentic in response to an indicator of 
authenticitv orovided within said code* 
and means for, if said code is 
determined to be authentic, omitting 
verification that said virtual machine code 
conforms to at least some of a 
predetermined set of criteria, and 
operating said virtual machine according 
to said virtual machine code. 


(30). An apparatus for programming a 
device having a microcontroller 
configured to execute a virtual machine 
and a port to a communications link from 
a remote computer connected to the 
communications link, the apparatus 
comprising: means for verifying at said 
remote computer that particular virtual 
machine code for use by said virtual 
machine conforms to at least some of a 
predetermined set of criteria; means for, 
if said particular virtual machine code 
passes said verifying, generating at 
least one indicator of authenticity, and 
sending code including said particular 
virtual machine code and said at least 
one indicator of authenticity from said 
remote computer to said device over 
said communications link; means for 
receiving said code through said port at 
said device; means for determining at 
the device whether said code is 
authentic in response to the at least one 


(28). An apparatus for programming a 
device having a microcontroller 
configured to execute a virtual machine 
and a port to a communications link from 
a remote computer connected to the 
communications link, the apparatus 
comprising: means for verifying at said 
remote computer that particular virtual 
machine code for use by said virtual 
machine conforms to at least some of a 
predetermined set of criteria; if said 
particular virtual machine code passes 
said verifying, then means for 
generating at least one indicator of 
authenticity, and means for sending 
code including said particular virtual 
machine code and said at least one 
indicator of authenticity from said remote 
computer to said device over said 
communications link; means for receiving 
said code through said port at said 
device; means for determining at the 
device whether said code is authentic 
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indicator of authenticity; and means for, if 

ocliU C/UUt; lo Uc;lc;l 1 1 111 lc?u l\J uc auuidilii^, 

omitting verification that said particular 
virtual machine code conforms to said 
at least same of the predetermined set 
of criteria, and operating the virtual 
machine according to said particular 
virtual machine code. 


in response to the at least one indicator 

nf PI ithpntiritv ^nrl mpan^ fnr if ^<)irl 
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code is determined to be authentic, 
omitting verification that said particular 
virtual machine code conforms to said 
at least same of the predetermined set 
of criteria, and operating the virtual 
machine according to said particular 
virtual machine code. 


(40). A memory for storing data for 
access by an application program being 
executed on a data processing system, 
comprising: a data structure stored In 
said memory, said data structure 
including information used by said 
program to control a device having an 
external port and a microcontroller 
configured to execute a virtual 
machine, said data structure comprising 
a proof of authenticity and code received 
through the port, said code including 
vinuai macnine coci6 lor use uy ine viriudi 
machine, said proof of authenticity for 
determining whether to omit 
processing of particular code provided 
within the received code according to at 
least some of a predetermined set of 
processes prior to executing the 
particular code. 


(39). A memory for storing data for 
access by an application program being 
executed on a data processing system, 
comprising: a data structure stored in 
said memory, said data structure 
including information used by said 
program to control a device having an 
external port and a microcontroller 
configured to execute a virtual 
machine, said data structure comprising 
one or more verified bytecodes and a 
proof of authenticity, said proof of 

ai ithonf icitw for Hpfprmininn whpthpr tn 

verify said one or more bytecodes 
conform to at least some of a 
predetermined set of criteria prior to 
operating said device in response to said 
verified bytecodes. 


(44). A computer program product for a 
programmable device having a 
microcontroller and an external port, the 
computer program product comprising: a 
memory medium; instructions, stored on 
the memory medium, to cause the 
microcontroller to receive an 

aiithAnficatprl hvtecode hv a virtual 

machine, said authenticated bytecode 
being previously compared against a 
predetermined set of criteria and 

having a proof of authenticity; 
determining whether said authenticated 
bytecode is corrupted based at least in 
part on said proof of authenticity; and 


(4, 5). A method for executing a software 
application on a virtual machine, the 
application comprising a plurality of 
bytecodes, comprising: receiving an 
authenticated bytecode by a virtual 
machine, said authenticated bytecode 
being previously compared against a 
Dredetermined set of criteria and 
having a proof of authenticity; 
determining whether said authenticated 
bytecode is corrupted based at least in 
part on said proof of authenticity; and 
executing said 
bytecode. 



Application/Control Number: 10/664,216 
Art Unit: 2131 



Page 7 



execute said bytecode. 



(54). A method for executing a software 
application comprising a plurality of 
bytecodes, the method comprising: a 
computer system verifying that a 
bytecode conforms to a predetermined 
set of criteria to generate a verified 
bytecode, and generating an 
authenticated bytecode from said 
verified bytecode; and a virtual machine, 
remote from said computer system, 
receiving said authenticated bytecodes, 
determining whether the authenticated 
bytecodes are corrupted, and executing 
said authenticated bytecodes if said 
authenticated bytecodes are not 
corrupted. 



(3). A system for executing a software 
application comprising a plurality of 
bytecodes, the system comprising: a 
computer system configured to verify 
that a bytecode conforms to a 
predetermined set of criteria to generate 
a verified 

bytecode, said computer system further 
configured to generate an authenticated 
bytecode from said verified bytecode; 
and a virtual machine remote from said 
computer system and for executing said 
authenticated bytecodes, said virtual 
machine configured to receive said 
authenticated bytecodes, determine 
whether said authenticated bytecodes 
are corrupted and execute said 
authenticated bytecodes. 



10. Claims 24-57 are rejected on the ground of nonstatutory obviousness-type 
double patenting as being unpatentable over claims 1-23 of U.S. Patent No. 6092147. 
Although the conflicting claims are not identical, they are not patentably distinct from 
each other because claims 1-23 of the patented application and claims 24-57 of the 
instant application are functionally equivalent. 

1 1 . The following table shows the complete mapping of the independent claims 
between the instant application and the patented application. 

Instant Application 10/664216 Patented Application 6092147 



(44). A computer program product for a 
programmable device having a 
microcontroller and an external port, the 
computer program product comprising: a 
memory medium; instructions, stored on 



(1). A system for executing a software 
application comprising a plurality of 
hardware independent bytecodes, the 
system comprising: 
a computing system data generates 
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the memory medium, to cause the 
microcontroller to receive an 
authenticated bytecode by a virtual 
machine, said authenticated bytecode 
being previously compared against a 
predetermined set of criteria and having 
a proof of authenticity; determining 
whether said authenticated bytecode is 

mrrimfpH ha^pH at Ipa^t in nart nn ^J^IH 
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proof of authenticity; and execute said 
bytecode. 


bytecodes; a virtual machine, remote to 
the computing system, comprising means 
for receiving a plurality of authenticated 
bytecodes from said computing 
system, and means for executing said 
plurality of authenticated bytecodes; 
means for testing said bytecodes against a 
set of predetermined criteria; and means 
for ^pnurplv di<^trihutina said testino means 
between said virtual machine and said 
computing system so that bytecode 
testing completed by the computing 
system is authenticated by the virtual 
machine prior to the execution of the 
authenticated bytecodes by said virtual 
machine. 


(40). A memory for storing data for access 
by an application program being executed 
on a data processing system, comprising: 
a data structure stored in said memory, 
said data structure including information 
used by said program to control a device 
having an external port and a 
microcontroller configured to execute a 
virtual machine, said data structure 
comprising a proof of authenticity and 
code received through the port, said code 

iiiuiuuiiiy vii lUdi iiiduiiiiic uuuc lui uy 

the virtual machine, said proof of 
authenticity for determining whether to 
omit processing of particular code 
provided within the received code 
according to at least some of a 
predetermined set of processes prior to 
executing the particular code. 


(7). A virtual machine for executing a 
software application comprising a plurality 
of bytecodes, the virtual machine being 
executed by a hardware processor, the 
virtual machine comprising: 

means for receiving an authenticated 
bytecode, the authenticated bytecode 
being previously compared against a 
predetermined set of criteria and having a 
proof of authenticity; 

means for determining that the 
authenticated hvtecode is not 

corrupted based on the proof of 

authenticity; and 

means for executing said bytecode. 


(44). A computer program product for a 
nroarammable device havina a 
microcontroller and an external port, the 
computer program product comprising: a 
memory medium; instructions, stored on 
the memory medium, to cause the 
microcontroller to receive an 
authenticated bytecode by a virtual 
machine, said authenticated bytecode 


(1 1). A system for executing a software 
application comprising a plurality of 
bytecodes, the system comprising: 

a computer system comprising means 
for verifying that a bytecode conforms to a 
predetermined set of criteria to 
generate a verified bytecode, and means 
for generating an authenticated bytecode 
from said verified bytecode; and 
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being previously compared against a 
nredetermined set of criteria and havina 
a proof of authenticity; determining 
whether said authenticated bytecode is 
corrupted based at least in part on said 
proof of authenticity; and execute said 
bytecode. 


a virtual machine, remote from said 
comouter svstem for executina said 
authenticated bytecodes, said virtual 
machine comprising means for receiving 
said authenticated bytecodes, means for 
determining that the authenticated 
bytecodes are not corrupted, and means 
for executing said authenticated 
bytecodes. 


(44). A computer program product for a 
programmable device having a 
microcontroller and an external port, the 
computer program product comprising: a 
memory medium; instructions, stored on 
the memory medium, to cause the 
microcontroller to receive an 
authenticated bytecode by a virtual 
machine, said authenticated bytecode 

predetermined set of criteria and having 
a proof of authenticity; determining 
whether said authenticated bytecode is 
corrupted based at least in part on said 
proof of authenticity; and execute said 
bytecode. 


(15). A smart card having a plastic card 
having a microcontroller embedded 
therein, the smart card comprising: 

a virtual machine being executed by a 
microcontroller, the virtual machine 
executing a software application 
comprising a plurality of previously verified 
bytecodes, the virtual machine comprising 
means for receiving an authenticated 
bvtecode the authenticated bvtecode 
being previously compared against a 
predetermined set of criteria and 
having a proof of authenticity, means for 
determining that the authenticated 
bytecode is not corrupted based on the 
proof of authenticity, and means for 
executing said bytecode. 


(44). A computer program product for a 
programmable device having a 
microcontroller and an external port, the 
computer program product comprising: a 
memory medium; instructions, stored on 
the memory medium, to cause the 
microcontroller to receive an 
authenticated bytecode by a virtual 
machine said authenticated bvtecode 
being previously compared against a 
predetermined set of criteria and having 
a proof of authenticity; determining 
whether said authenticated bytecode is 
corrupted based at least in part on said 
proof of authenticity; and execute said 
bytecode. 


(18, 22). A method for executing a 
software application on a virtual machine, 
the application comprising a plurality of 
bytecodes, comprising: 

receiving an authenticated bytecode 
by a virtual machine, the authenticated 
bytecode being previously compared 
against a predetermined set of criteria and 
having a proof of authenticity; 

determining that the authenticated 
bytecode is not corrupted based on the 
proof of authenticity; and 

executing said bytecode. 
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Reason for allowance 

1 2. The following is an examiner's statement of reasons for allowance: 

Claims 1 and 24-57 which are allowable over the prior art of record because 
none of the prior art of record teaches or fairly suggests a virtual machine for executing 
a software application comprising a plurality of bytecodes, the virtual machine being 
executed by a hardware processor, the virtual machine configured to: receiving an 
authenticated bytecode, the authenticated bytecode being previously compared against 
a predetermined set of criteria and having a proof of authenticity; determine whether the 
authenticated bytecode is corrupted based at least in part on the proof of authenticity; 
and execute the bytecode. 

Any comments considered necessary by applicant must be submitted no later 
than the payment of the issue fee and, to avoid processing delays, should preferably 
accompany the issue fee. Such submissions should be clearly labeled "Comments on 
Statement of Reasons for Allowance." 
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Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Trang Doan whose telephone number is (571) 272- 
0740. The examiner can normally be reached on Monday-Friday. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supen/isor, Ayaz Sheikh can be reached on (571) 272-3795. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 



Trang Doan , 
Examiner 
Art Unit 2131 
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03/02/2007 
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